
PERFORMANCE AIR CONDITIONER (PAC)

The PAC range from Mitsubishi Heavy 

Industries systems is ideal for air 

conditioning offices, shops, 

restaurants, and bars; as well as other 

commercial enviroments. The 

versatility of the PAC range, offers you 

a wide selection of models in function 

of your installation needs.

Distributed by:

From 15K to 50K BTU



Unit FDT40VH FDT50VH FDT60VH
V/Ph/Hz
Btu/h 13,652 (3,754 16,041) 17,065 (3,754 19,113) 19,113 (3,754 21,502)
CFM 671 / 565 / 459 / 353 777 / 565 / 459 / 353 918 / 600 / 494 / 388

14.7/ 14.9 13.2 / 14.1 12.6 / 14.6
Sound Pressure Level (H/M/L/SL) dB(A) 36 / 33 / 30 / 26 41 / 33 / 30 / 26 44 / 34 / 30 / 27
Dimension (HxWxD) inch
Net Weight lb
Refrigerant Charge oz
Additional Refrigerant Charge oz/ft
Connection Pipe Length (Factory Charge) ft
Outer Diameter Liquid Pipe inch
Outer Diameter Gas Pipe inch
Max Distance Height ft
Max Distance Length ft

57.3

1/4

52.9

Model
Power Supply
Cooling Capacity (Min Max)
Air Flow Volume (H/M/L/SL)

220 240 / 1 / 50 60

9 5/16 x 33 x 33

PI
PE

CO
N
N
EC

TI
O
N

1/2
65
98

53
0.22
49

EER/COP

ID
U

PERFORMANCE AIR CONDITIONER (PAC)

CEILING SUSPENDED 

4-WAY CEILING CASSETTE

Unit FDE71VH FDE100VH
V/Ph/Hz
Btu/h 24,232 (10,922 27,304) 34,130 (13,652 38,226)
CFM 706 / 565 / 459 / 353 1130 / 918 / 741 / 582

11.5/ 12.9 12.0 / 14.2
Sound Pressure Level (H/M/L/SL) dB(A) 47 / 41 / 37 / 32 48 / 43 / 38 / 34
Dimension (HxWxD) inch 8 1/4 x 51 15/16 x 27 3/16
Net Weight lb 72.8
Refrigerant Charge oz 104
Additional Refrigerant Charge oz/ft
Connection Pipe Length oz
Outer Diameter Liquid Pipe inch
Outer Diameter Gas Pipe inch
Max Distance Height ft 65
Max Distance Length ft 98

134

164
164

3/8
5/8

0.65
98

CEILING SUSPENDED
ID
U
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PE

CO
N
N
EC

TI
O
N

220 240 / 1 / 50 60
Model

Power Supply
Cooling Capacity (Min Max)
Air Flow Volume (H/M/L/SL)
EER/COP

9 13/16 x 63 3/4 x 27 3/16
94.8

Unit FDE125VH FDE140VH
V/Ph/Hz
Btu/h 42,663 (17,065 47,782) 46,417 (17,065 49,489)
CFM 1130 / 1024 / 812 / 600 1200 / 1024 / 812 / 635

9.6 / 12.8 8.9 / 12.0
Sound Pressure Level (H/M/L/SL) dB(A) 48 / 45 / 40 / 35 49 / 45 / 40 / 36
Dimension (HxWxD) inch
Net Weight lb
Refrigerant Charge oz
Additional Refrigerant Charge oz/ft
Connection Pipe Length oz
Outer Diameter Liquid Pipe inch
Outer Diameter Gas Pipe inch
Max Distance Height ft
Max Distance Length ft

134

164
164

3/8
5/8

0.65
98

CEILING SUSPENDED

ID
U
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N
N
EC
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N

220 240 / 1 / 50 60
Model

Power Supply
Cooling Capacity (Min Max)
Air Flow Volume (H/M/L/SL)
EER/COP

9 13/16 x 63 3/4 x 27 3/16
94.8

Unit FDT71VH FDT100VH FDT125VH FDT140VH
V/Ph/Hz
Btu/h 24,232 (10,922 27,304) 34,130 (13,652 38,226) 42,663 (17,065 47,782) 47,782 (17,065 49,489)
CFM 988 / 635 / 530 / 424 1306 / 918 / 812 / 600 1341 / 988 / 883 / 635 1341 / 1024 / 918 / 671

12.4 / 14.3 11.1 / 14.5 10.5 / 12.08 9.1 / 11.9
Sound Pressure Level (H/M/L/SL) dB(A) 46 / 34 / 31 / 26 47 / 39 / 36 / 30 48 / 41 / 39 / 31 48 / 42 / 39 / 32
Dimension (HxWxD) inch
Net Weight lb
Refrigerant Charge oz 104
Additional Refrigerant Charge oz/ft
Connection Pipe Length (Factory Charge) ft
Outer Diameter Liquid Pipe inch
Outer Diameter Gas Pipe inch
Max Distance Height ft
Max Distance Length ft

134
57.3

164

1/4 3/8
5/8

Model
Power Supply
Cooling Capacity (Min Max)
Air Flow Volume (H/M/L/SL)

220 240 / 1 / 50 60

9 5/16 x 33 x 33 11 3/4 x 33 x 33
66.1

PI
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1/2
65
98

0.65
98

EER/COP

ID
U

164



PERFORMANCE AIR CONDITIONER (PAC)

4-WAY CEILING CASSETTE COMPACT
Unit FDTC40VH FDTC50VH FDTC60VH

V/Ph/Hz
Btu/h 13,652 (3,754 16,041) 17,065 (3,754 19,113) 19,113 (3,754 21,502)
CFM 459 / 388 / 318 / 247 459 / 388 / 318 / 247 494 / 424 / 353 / 282

13.9 / 13.6 12.2 / 12.0 11.0 / 10.7
Sound Pressure Level (H/M/L/SL) dB(A) 44 / 40 / 35 / 27 44 / 40 / 35 / 27 46 / 42 / 38 / 31
Dimension (HxWxD) inch
Net Weight lb
Refrigerant Charge oz
Additional Refrigerant Charge oz/ft
Connection Pipe Length (Factory Charge) ft
Outer Diameter Liquid Pipe inch
Outer Diameter Gas Pipe inch
Max Distance Height ft
Max Distance Length ft

Cooling Capacity (Min Max)
220 240 / 1 / 50 60

Air Flow Volume (H/M/L/SL)
EER/COP

ID
U 9 3/4 x 22 7/16 x 22 7/16

36.4

Model
Power Supply

53
0.22
49
1/4
1/2
65
98PI
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Unit FDUM40VH FDUM50VH FDUM60VH FDUM71VH
V/Ph/Hz
Btu/h 13,652 (3,754 16,041) 17,065 (3,754 19,113) 19,113 (3,754 21,502) 24,232 (10,922 27,304)
CFM 459 / 353 / 318 / 282 459 / 353 / 318 / 282 706 / 530 / 459 / 353 847 / 530 / 459 / 353

14.3/ 14.4 12.4 / 12.7 12.4 / 13.1 11.9 / 13.7
Sound Pressure Level (H/M/L/SL) dB(A) 37 / 32 / 29 / 26 37 / 32 / 29 / 26 36 / 31 / 28 / 25 38 / 33 / 29 / 25
Dimension (HxWxD) inch 11 x 37 7/16 x 25 11 x 37 7/16 x 25
Net Weight lb 75 75
Refrigerant Charge oz 104
Additional Refrigerant Charge oz/ft
Connection Pipe Length ft
Outer Diameter Liquid Pipe inch
Outer Diameter Gas Pipe inch
Max Distance Height ft
Max Distance Length ft

11 x 29 9/16 x 25
63.9

Model
Power Supply
Cooling Capacity (Min Max)

220 240 / 1 / 50 60

Air Flow Volume (H/M/L/SL)
EER/COP

ID
U
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PE
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1/4
1/2
65
98

53
0.22
49 98

0.65

Unit FDUM100VH FDUM125VH FDUM140VH
V/Ph/Hz
Btu/h 34,130 (13,652 38,226) 42,663 (17,065 47,782) 46,417 (17,065 49,489)
CFM 1271 / 988 / 883 / 671 1377 / 1130 / 918 / 706 1694 / 1236 / 988 / 777

12.0 / 13.8 9.8 / 12.9 9.4 / 12.6
Sound Pressure Level (H/M/L/SL) dB(A) 44 / 38 / 36 / 30 45 / 40 / 34 / 29 47 / 40 / 35 / 30
Dimension (HxWxD) inch
Net Weight lb
Refrigerant Charge oz
Additional Refrigerant Charge oz/ft
Connection Pipe Length ft
Outer Diameter Liquid Pipe inch
Outer Diameter Gas Pipe inch
Max Distance Height ft
Max Distance Length ft

164
164

3/8
5/8

11 x 54 x 29 1/8
119
134

Model
Power Supply
Cooling Capacity (Min Max)

220 240 / 1 / 50 60

Air Flow Volume (H/M/L/SL)
EER/COP

ID
U
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N
N
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TI
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98
0.65

DUCT UNIT



PERFORMANCE AIR CONDITIONER (PAC)

Distributed by:


